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Heat Sealing System

The perfect solution for custom seal paths for both

R&D and production environments.

The PackworldUSA PW2000 Series
Touch Screen heat sealer is a
semi-custom machine consisting of
custom heat seal tooling, a C-frame
press, control module, and a touch
screen interface. Typical applications
involve contoured seal paths such as
sealing lid stock to the perimeter of

a thermoformed tray, welding ports
into bags such as circular flange
ports or boat ports into the edge

of a bag, U-shapes to generate a
three sided pouch, sealing film to
molded components, and many other
possibilities. PackworldUSA machines
are validatable, clean room ready, and
compliant with ISO 11607, 21 CFR Part
11, and RoHS standards.

Learn more at www.PackworldUSA.com - Nazareth, PA 18064 USA - Telephone: 610-746-2765
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The Optimum Sealing System’

CUSTOM TOOLING / HEAT SEAL PLATEN

The custom tooling also known as a heat seal platen is what holds the impulse
seal band to create the needed seal path. The platen may incorporate nesting
features if needed to seal flexible film to a thermoformed tray or molded
component, locating features for repeatable product and seal placement, or other
features that add to productivity and operator convenience.

C-FRAME PRESS

A press is needed to hold the heat seal platen, actuate it to closed and open
positions, and apply sealing force for the heat seal cycle. The C-frame design
provides many access points to the platen and can also be configured with
quick removable guarding with interlocks for safety and convenience.

CONTROL MODULE

The control module contains all the machine’s logic and controls. Among these
controls is TOSS PIREG® heat seal technology for the most advanced form of
impulse heat seal controls. TOSS Technology works by utilizing Ohm’s law to
monitor resistance of the heat seal elements to quickly and accurately drive them to
set heat seal temperatures as programed.

TOUCH SCREEN INTERFACE

The Human-Machine Interface (HMI) is a user interface connecting the person to the
machine. It displays real time data and accepts input from the user. The touch screen
is pressure sensitive for compatibility with gloved operators.

CONFIGURABILITY
Touch Screen PW2000 Series machines have a high degree of

configurability. Beyond the custom nature of the heat seal tooling, the
press can be stand mounted or placed on a table top. The HMI can
be mounted into the control module, press, or be on an adjustable
arm. Shuttles, alignment aids, custom guarding, anti-tie down
start signal, and more can be integrated for ease-of-use and
process control.

BACKED BY EXCELLENCE

PackworldUSA stands behind its products with a
30-Month Warranty on all parts (excluding consumables).
Each machine is proudly built in the USA to exacting
standards, meeting the rigorous demands of packaging
professionals across industries.
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FEATURES
+ Configurable for Custom Application Needs

+ Easy to use Touch Screen Interface
+ Easy Maintenance and Cleanability
+ Cleanroom Ready

+ Validatable and Compliant with ISO 11607,
21 CFR Part 11, RoHS

« Configurable for °C or °F

+ On Board Thermocouple for:
- Redundant Temperature Monitoring
- Easy Temperature Verification
and Calibration

OPTIONS
+ Dual bands: Heat from One or Both
Sides of the Film

+ High Temperature Configuration

+ Product Support or Alignment Features
+ NIST Traceable Certification

* NIST Instrument Kit

+ Validation Package

+ CE Compliance

+ 115VAC or 230VAC for Domestic and
International Markets or Application Need

> PW2000 SPECIFICATIONS

Temp Range: up to 275°C
High Temp Range: up to 450°C
Timers: 0.1 t0 99.9 seconds
Seal Pressure: up to 100 PSI
Power: 115VAC or

230VAC single phase

Air Requirements: 110 PSI max or
10 PSI above set
seal pressure value

Seal Press Size: 15" Wx 30" Tx18” D
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